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PBELIMIffAEY   TASK  TESTS WITH PLACING-TAIL   SEAPLANE  HULLS 

By  John E.   Dawson and Kenneth  L.   Vadlln 

SUMMAET- 

Preliminary tests have been made with simplified 
models of two types of ITUIIB that differ considerably 
from conventional types.  In both of the new types there 
is a single main planing surface that is comoined with 
aftor-planing surfaces placed directly below the aerody- 
namic tail surfaces.  One typo hag twin-teil exter-4  
supporting the planing surfaces and the other has 
single-tail extension. 

extensions 
a 
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The type of hull that has twin tails can be arranged 
in such a manner that the air drag probably could bu made 
lower than that of the equivalent cor.ve;itional hull, 
though at the expense of increased wcier resistance, 
structural problems inherent in tho trringemiant may, 
however, be prohibitive. 

The type of hull that has a singlo ipil is found to 
give lower res'stance thin conventional hulls and has 
desirable trim characteristics*  Indications are that the 
stability characteristics would be satisfactory. 

Hulls with planing tails, however, have high trims 
at rest, have less room for useful load aft of the center 
of gravity than conventional hulls, and introduce restric- 
tions on the types of tail surfaces that may be used. 

IffTBODUCTIOH 

Existing types of seaplane floats and hullB are 
probably capable of being developed to a much higher de- 
gree of efficiency than has yet been achieved.  It is 
possible, howover, that other types can be made to meet 
some of the current requirements of aircraft more effec- 
tively than do the conventional types of floats and hulls. 
For some time the HAOA has been engaged in research on 



hydrofoilB and their applications to seaplane hullB. 
Arrangement s of planing surfacos other than those usually 
used may also be found to have merit.  Two such systems, 
a TO considered herein and the results of some preliminary 
tests thpt Tisra mado at 3TACA tank no. 2 in March 1943 
are given. 

AEäAirGEMBirT S CONSIDERED 

A seaplano hull that supported its load primarily by 
displacement of the rat er throughout the tfike-off run 
would have far too much resistance to "be practicable.  The 
weight of the soaplane must than be supported largely by 
dynamic lift from the wet er in all but the low-speed part 
of the take-off run.  If this lift is obtained by planing 
surfacesi a mlniuum of two surfaces (one running aft of 
the other) is roquirod in order to get satisfactory trims. 
Lateral stability can be obtained by making one of the 
planing surfeces sufficiently wide, or by adding another 
surface, displaced laterally.  Tour planing surfaces are 
usually used. 

In a flying-boat hull or a single-float seaplane, 
the planing surfaces are tho forobody, the afterbody, and 
either side floats or stub-wing stabilisers.  Twin-float 
and twin-hull seaplanes each has  four planing surfaces• 
the forebodies and afterbodies of each of the two hulls* 
Early float eeaplenea had a total of three planing sur- 
faces on 8teples8 floats, two main floats and a tail float 
that were used in an arrangement similar to the arrange- 
ment of the landing gear of a landplaue. 

Other arrangements of planing surfaces can be made 
to perform all the functions "of the usual float system, 
but the effectiveness of such alternates will largely de- 
pend on how the surfaces aro incorporated into the sea- 
plans. 

The arrangement shown is figure 1 has n total of 
three planing surfaces provided on the bottoms of the 
main hull and the two side fuselages.  It ia apparent 
that a large amount of spray thrown by the main planing 
surface will strike the side fuselages and cause some in- 
crease in resistance.  The torsional load applied to the 
wings by the tail planing surfaces is undesirable from a 
structural standpoint and if these planing surfaces are 



spread far enough to provide adequate lateral stability, 
the structure that will "be required "by the center section 
of the wing may he too heavy to he practicable.  There 
still may he some merit in the arrangement even if side 
floats or stub-wing stabilisers are required to give ad- 
ditional lateral stability, especially because suoh an 
arrangement offers some possibility of reducing the air 
drag of a seaplane. 

One limitation in the reduction of the air drag of 
a seaplane has been the necessity for keeping the propel- 
lers clear of spray.  This necessity has caused hulls to 
be built deeper than would be needed for other require- 
ments.  The larger the seaplane the less serious this 
limitation becomes because the diameters of propellers 
do not increase in direct ratio to the size of the craft 
and, for equal opereting conditions! heights of waves do 
not increase at all.  The arrangement shown in figure 1 
includes a rather radical schume for minimising this 
difficulty.  The propellers are located forward of the 
bow where there will be almost no spray from the main 
hull and, because this configuration can bo made so that 
the trim will be reasonably high throughout take-offs 
and landings as well as at rest , the propellers will be 
clear of the cater even though the vring is close to the 
water.  ThiB location of the propellers adds more torsion- 
al loads to the wing and it would almost certainly be 
necessary to drive the propellers through long shafts 
from engines located aft.  As a matter of fact, inasmuch 
as difficulty would undoubtedly be experienced in getting 
the center of gravity far enough back in the configura- 
tion shown, placing the engines as far aft as feasible 
would be desirable. 

A.  somewhat less radical arrangement is shown in fig- 
ure 2.  In this scheme two planing surfaces are provided 
on a single hull.  This arrangement resembles a conven- 
tional hull with the planing nart of the afterbody removed. 
The after planing surface is supplied by properly shaping 
the bottom of the tail extension.  The trailing edge of 
the forebody is shown pointed in plan form because of 
aerodynamic considerations, although hydrodynamically this 
pointed plan form Is not necessary.  In this case the tall 
planing surface would have to ride in the wake of the 
forebody and the effectiveness of the planing surface 
would depend on Its being properly located with respect 
to the high roach that normally follows a forebody. 
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It might "be posBibla to eliminate the planing sur- 
facoe on the tails in either of the schemes proposed by 
substituting a hydrofoil somewhat in the mannor shown in 
figure 2.  Hydrofoils in general lead to serious stability 
problems and it is difficult to judge Just ho'.' practicable 
they would he if used in this manner.  Apparently, it 
would be feasible to retract these hydrofoils because they 
would carry a relatively smali portion of the total load 
on the hull and would therefore be reasonably small.  .Re- 
tracting these hydrofoils during take-off would probably 
be desirable because their lift would not be needed in 
the high-speed portion of the tr.ke-off run and their re- 
traction would incrdPse the range of stable trims that 
would be available.  Tail hydrofoils might conceivably be 
made controllable, in :vhich case thoy would act as water 
elevetors to provide trim control. 

B'loet systems similar to those described may have 
been actually used in the early days of 9viation, but in 
any case an examination of then in the ligbt of present- 
day requirements of seaplanes seems desirable. 

EESTISG PHOCEDUHB 

The .ei.-periE.ental vork that ?as done was very prelim- 
inary in nature because of the limited time availaole for 
testing.  The tests were intended primarily to examine 
the feasibility of the arrangements suggested and to yet 
enough date to permit the laying oat of a more comprehen- 
sive test program.  ITo tests were made with hydrofoils. 

The lines of the models thet were tooted -are shown 
in figures 3 to 5.  These models were assembled from parts 
of other uodels that v/era available and the simple forms 
used gave rather crude representptions of the arrangements 
of figures 1 and 2. 

All the tests were made at constant speeds.  The load 
on the models was applied by dead weights in accordance 
with the loading curve given in figure 6, except with two 
of the forebodies for which additional tests were made for 
other loading conditions in order to evaluate the loads 
carried by thorn. 

Fr-ee-to-trim end fixed-trin tests were made; trim, 
trimming moment, draft, and resistance were measured in 
accordance with standard practice at the iTACA tauks. 



Tests were made with one of the models to determine 
critical trims for longitudinal stability and these tests 
were made by the method described in reference 1.  The 
tail surface used in the tests' of reference 1 was also 
used for the tests reported herein. 

RESULTS AJTD DISCUSSION 

Investigation of Twin Planing Tails 

The arrangement shown in figure 3 (designated model 
löQC-l) was assembled from two models of side floats com- 
bined with a model of an existing body.  Because the 
after planing surfaces »ere supplied by floats that were 
relatively short compared to the length available from 
aide fuselages, they did not provide a true representation 
of the tail piquing surfaces at lor/ speeds v.-he re the bowB 
of tbe side floats could be struck head-on by heavy water. 

This model was tested free to trim but the data ob- 
tained were affected so much by the dissimilarity between 
the model and the scheme of figure 1 that it is believud 
their presentation herd would be more confusing than help- 
ful.  Tho resistance rose to an extremely high peak before 
the normal hump speed was reached, because of thd manner 
in which the bows of thu aide floats dup into tho water - 
a peak thet would not be expected had the side planing sur- 
faces been a part of a continuous fuselage running very far 
forward.  At the normal hump speed the side floats provided 
a sufficient area of planing surface to permit their bowB 
to rise clear of the water's surface.  Throughout the whole 
speed range the resistance was higher than would be ob- 
tained from a conventional hull and, although this ras 
largely caused by the short length of the Bide floats, there 
were indications that in general this type of hull would 
have higher than normal resistance. 

Investigation of Single-Planing Tail 

Model 16QS-2.- An approximation of the scheme shown in 
figure 2  was made by assembling with the forebody of model 
160C-1 a long T-bottom box to form model löOD-2, ftB shown 
in figure 4.  Tests were first made with the tail 3 inches 
lower than shown in the figure, but the trims obtained 
were too small and the model was altered to the configura- 
tion shown.  The results from the tests with this model 



are shown in figure 7 where the free-to-trim resistance 
is compared-with the minimum resistance of the hull of a 
conventional flying "boat (designated hull A) that ie rep- 
resentative of current design.  The resistances are com- 
pared on a hasis of equal "beams for both hulls; that is( 
at the same load coefficientsr 

The higher resistance obtained from model 160D-2 
was believed to be lcrgely dae to the fact that it had a 
less efficient forebody.  The forebody was therefore test- 
ed without the afterbody at two loading conditions and, 
by a comparison of the draftsi the load that the forebody 
was carrying during the tests of the complete model was 
estimated.  That oorticn of the resistance that was con- 
tributed by the forebody ?as then derived by interpolation 
of thu resistance curves of the forebody.  The resultB are 
shown in figure 8 where tho load-resistance ratios (A/E) 
of the forebody and the complete model are compared.  It 
is evident from these curvos that the forebody had con- 
siderably loT.-er values of A/H  than did the complete 
model.  The indications are that the higher resistance of 
model 160D-2 was largely due to the inefficient forebody. 

Model 160S-l^_-_resisT:ance. - In order to obtain better 
resistance characteristics than those cf model 160D-2, 
model 160Ü-1 was assembled.  (See fig. 5.)  The planing 
surface provided as a forebody for this model is extremely 
efficient and it is believed that because of its pointed 
trailing edge it can be incorporated into a hull that 
rill have a lower air drag than a hull using a planing 
surface with a square trailing odge.  This modal wes test- 
ed froe to trim and at sufficient fixed trims to determine 
approximately the minimum resistance curve.  The results 
are shown in figure 9 chore the resistance is coararod 
with that of hull A at the Bame load coefficients.  Only 
in the highest part of the speed range did the free-to- 
trim resistance of model löOE-1 depart sufficiently from 
the minimun resistance to TF.rrant the inclusion of the 
minimum resistance curve here. 

The hump resistance of model 1603-1 when free to trim 
was considerably less than the minimum hump resistance of 
the conventional flying-boat hull.  At speeds just beyond 
the hump, hull A had a slightly lo~er resistance.  The 
minimum resistance of model 1603-1 in this region was not 
greatly different from that of hull A, but the resistance 
is not usually critical in this speed range.  At high 
speedst model 160E-1 had ISBS resistance than hull A. 



In figure 10 the load-resistance ratios of the fore- 
body of model 160E-1 and the complete model are compared. 
The- c12.r-v.e- for the forebody was obtained In the same manner 
used to get the  tyK  ratios of the forebody of model 
160D-2.  At the hump speed the values of  A/H  for both 
the forebody and the complete model are considerably 
greater than those that have been obtained in the HACA 
tanks from any conventional flying-boat hull at the load 
coefficient tested.  The forebody is less efficient than 
the afterbody except in a narrow range near the hump speed. 

The low resistance obtained at the hump is believed 
to be largely due to the efficiency of the forebody that 
was used.  The forebody of a practical flying boat cannot 
be made this efficient because the bow must be Bhaped for 
seaworthiness and clean running without increasing exces- 
sively the length of the fcrebody; the curved buttocks 
tnat result from these reouirements produce a surface 
that is inferior for planing to one with straight buttocks. 

The resistance of the planing surface used as a fore- 
body in these tests is compared in figure 11 with that of 
a planing surface that has a square trailing edge.  In the 
curve for the surface with a square trailing edge the air 
drag of the model (obtained from tare measurements) has 
been added to the values of resistance taken from refer- 
ence 2 in order to make them comparable to those of the 
present tests.  Although the methods used in correlating 
the two types of planing surfaces are subject to some ln- 
accuraciest figure 11 indicates that, other things being 
equali there should be no appreciable penalty in resist- 
ance resulting from the use of a forebody with a pointed 
stern. 

Trim and trimming moment.- The trims obtained in the 
freo-to-trim tests (fig. 9) varied over a small range up 
to speeds of about 34 feet per second and for most of this 



region they were close to the trim for minimum resistance 
of both the complete model and the forebody.  At speeds 
beyond 34 feet per second the trim decreased rapidly. 
Then the model was at rest the trim was determined "by the 
relation "between the center of gravity and the buoyancy 
of the submerged parts.  At the hump speed the tail rode 
on the high roach that followed the forebody and it was 
the height of this reach that kept the trim down.  As the 
speed was increased, the roach moved aft until its crest 
was behind the model and the tail rode on the forward 
slope of the roach thus causing tne trim gradually to in- 
crease.  The trim continued to increase with speed up to 
30 feet per socor.d at which point the tail was riding on 
the water ehe".d of the roach.  The decrease in trim pfter 
this was caused by th9 planing characteristics of the 
forebody, the resultant fores vector of the forebody moved 
aft until it passed thron^h the center of gravity, and 
the tail naturally cleared the rater at that speed. 

In figure 12 the trimming moments of model 1SCE-1 
and hull A ars compared at equal load coefficients.  The 
carves show that for a given range of available co-itrol 
moments a greater range of trius could be obtained with 
hull A than with model 15GE-1.  It is significant, however, 
that in the case of model 1602-1 the trims for minimum 
resistance lie in the range of trims for which the trim- 
ming moments of model 160E-1 are small.  Net only world 
the pilot be able to hold such a hull at its beet attitude 
but, over a considerable portion of the t?ke-off run, he 
would be prevented from trimming the craft at trims greatly 
different from this attitude. 

Longitudinal stability.- [The results of the attempt 
to determine the longitudinal stability limits for model 
1601J-1 are given in figure 13 where the complete curve for 
the lower limit of stability is shown together with as 
much of the upper limit ar, could be obtained with the 
facilities that were available.  Because low-nngle 
porpoising is a phenomenon peculiar to a single planing 
surface, this type of instability does not occur until 
the model reaches a speed at which the tail 1B clear. 
With model 1603-1 the*tail did not clear until about 75 
percent of get-eray speed was reached.  The afterbody of 
a conventional hull with c. similar -speed coefficient at 
get-away would normally clear the water at approximately 
50 percent of get-away speed.  Although the occurrence of 
low-angle porpoising in model 160E-1 was thus postponed 
until a relatively high speed was reached, the lower trim 



limit was rather high.  The tendency for a planing surface 
of this type to have a lower trim limit that is higher 
than usual was BIBO found, in reference 3 and this tendency 
is Relieved to be characteristic of planing surfaces the 
.trailing edges of which have plan forms similar to that of 
model 160E-1. 

Because of the extremely large trimming moments re- 
quired to increase trim when the tail of the model was in 
the water, a determination of the upper limit of stability 
was not feasible except in the very highest part of the 
speed range.  (See fig. IS.)  Although the simplified 
model (no wing or power, indefinite moment of inertia, etc.) 
would probably not indicate the motion that would be ob- 
tained in an actual flying boat, it 1B notable that when 
porpoising did occur at the high trims it was very mild, 
the model usually oscillating no more than 1/2° in trim. 
Attempts to increase the severity of this motion by arti- 
ficially distu-, ding the model were unsuccessful.  The up- 
per limit was found to be practically the same when deter- 
mined by increasing the trim until an unstable region was 
reached or by decreasing the triL: from this rag ion until 
the model became stable again.  Because of the very large 
trimming moments that would be required to reach the crit- 
ical trim, it 1H doubted that high-angle porpoising could 
be obtained in an actual flying boat with this type of 
hull except near get-away speed. 

Insufficient depth of step has been the cause of a 
form of longitudinal instability encountered in a number 
of flying-boat designs.  This instability usually occurs 
at high speeds and is particularly noticeable in landings« 
The planing-tail hull could, of course, not have this 
difficulty". 

Directional stability.- No tests were made specifi- 
cally to check the directional stability.  Models with the 
customary pointed afterbodies have, however, usually shown 
a tendency to be directionally unstable in the low-speed 
range when tested with the towing gear used in the present 
tests and this tendency has been found in the full-sise 
aircraft.  Although model 1603-1 ran stable in direction 
throughout the tests, difficulties with directional sta- 
bility may limit the region in which the chines can be 
removed from the tail. 

Directional instability has also been found at high 
Bpeeds in conventional flying boats in both take-offB and 
landings.  It occurs uhen the trim is low and hence when 
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the wetted length ahead of the center of gravity is long. 
Lou-trim landings are made in order to avoid longitudinal 
instability (in some cases due to shallow steps).  Low- 
trim take-offs are made for the same reason and aljso to 
avoid the high resistance cauped by spray striking the 
afterbody.  It is believed that if flying boats are so 
made that there is no reason to avoid reesonably high 
trims, landings and take-offs will habitually be made at 
higher trims and directional instability at high speed Till 
be generally reduced.  A hull having the characteristics 
of model 16073-1 could be taken off or landed stably at ap- 
proximately 7° trim with minimum resistance.  Perhaps with 
this type of hull landings at even higher trims would be 
adventageous; the tail would thus be set down first or 
simultaneously with the forebody.  The feasibility of this 
typo of landing would depend on the longitudinal-stability 
characteristics of the seaplane as well as on the loads 
imposed on the structure of tbe tail. 

SPray. - The forebody of uodel 160JJ5-1 carried a smaller 
proportion of the total load than is carried by the fore- 
body of a conventional hull.  Differences in spray thrown 
by the forebodies of this type of hull and the usual type 
should then be in favor of the planing tail if there were 
no differences in trims.  The higher trims inherent at low 
speeds in a hull with a planing tail should reduce the 
possibilities of spray troubles in this region. 

It might be expected that the tail surfaces on plnning- 
tail hulls would be subject to more sorry than taose on 
conventional hulls and spray considerations might limit the 
region in which the chines could be removed from the tail. 
Twin vortical fins urould probably be impracticable on a 
hull of this type, but it 1B believed that if a single ver- 
tical fin were used, no great difficulty would be experi- 
enced in locating the tail surfaces in on effective posi- 
tion at which they would be reasonably clear from the spray. 
Many conventional flying boat a pass through a region in 
which the roach strikes the tail, and under such conditions 
it would probably be better for the roach to strike a plan- 
ing surface as in model 160E-1 than to strike the rounded 
tail extensions comr.only used. 

Indicated by Testa 

Twin planing tails.- The information obtained from the 
tests of the model simulating the arrangement with twin 
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planing tails we a too meager to be of much assistance In 
evaluating the possibilities that it may have.  The testa 
indicate that such an arrangement would probably have a 
higher •• water resistance than a--convent ional hull but, if 
it could be designed to give lower air dragi the increased 
resistance would- be acceptable in a craft designed for 
high performance where considerable power would be avail- 
able for take-off.  The structural problems involved will 
probably determine the feasibility of thiB arrangement. 

Single planing tail.- The tests indicate that the 
hull with a single planing tail may provide some definite 
improvements over the conventional flying-boat hull. 

It is apparently possible to design a flyi:ig-boat 
hull of this t.vpe that will have all of the following de- 
sirable characteristics: 

1. Hump resistance at least es low aa that of a con- 
ventional hull having a comparable forebody 

2. Resistance at high speeds appreciably less than 
can be obtained from a conventionel hull 

'6.   Restricted depertures from the trims for minimum 
resistance throughout the first part of the take-off run 

4. Trir.B for minimum resistance obtainable vrith rea- 
sonable control moments in the last part of the take-off 
run 

5. Soeed at trhish low-angle porpoising begins grueter 
than is found in conventional hullB 

6. Elimination of difficulties of the types that re- 
quire ventilation of the step to remedy them 

There are indications that it may also be possible 
to design such a hull with the following characteristics 
in addition to those listed above: 

1. High-angle-porpoising characteristics improved 

2. Bow spray at speeds below the hump improved 

'6.   Direct ional-stability characteristics improved 

4. A simplification in the technique of piloting in 
take-offs and landings 
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Proper adjustment of the proportions of a hull of 
this type should make It possible to effect desired im- 
provements with no more sacrifice in other qualities than 
is usually made in the compromises that obtain in the do- 
sign of a hull.  Jor instance, an Increase in the upper 
trim limit for longitudinal stability could he obtained 
by eithor moving the tail up or making it shorter.  If 
the tail were moved up the trim would he increased at all 
speeds at which the tall is in the wator (in particular 
at the hump speed).  Whether the hump resistance would 
thus be incro&sed or decreased would depend on the value 
of the best trim for the forebody at that speed.  Best 
trim for a forebody changes little with load when the 
ratio of load coefficient to forebody length is small but 
increases rapidly v;ith load when this ratio is large.  In 
the case of the models tested the trim at the hump speed 
wag sevoral degrees less than that normally obtained.  If 
the upper limit were moved up by shortening the tail, the 
trim at the hump speed vfould not necessarily be apprecia- 
bly increased, but the speed at which low-angle porpoising 
could start would be decreased. 

Seasonable changes in the tail, however, would not 
affect the high-speed resistance as do similar changes in 
the afterbody of a conventional hull. 

Some disadvantages in the planing-tail hull are ap- 
parent.  The following are some of the disadvantages that 
may he found: 

1. High trims at rest (The difficulties that would he 
encountered oocause of this feature are no worse than those 
peculiar to a landplane v.ith a conventional lending gear, 
but they would perhaps be more of a disadvantage because 
seaplanes are frequently left moored during high winds.  It 
would, of course, he possible to provide inflatable tail 
supports to hold the tail up when the seaplane is moored.) 

2. Structural difficulties that may be caused by the 
great distance from the center of gravity at which the 
water loads would he applied to the tall 

3. Difficulty in disposing of weights so that the 
center of gravity would be sufficiently far aft (This dif- 
ficulty would be more pronounced in small seaplanes than 
in large ones, because in large seaplanes tho tail would 
be deep enough to be usable for cargo or personnel.) 
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4. Restrictions in the design of tail surfaces "be- 
cause of their proximity to the water 

5. Variations in water performance with changes in 
load that might he greater than normal "because of varia- 
tions in the height of the roach on which the tail rides 

6. An Increase in the trim at which low-angle porpois- 
ing can occur (unlasB the forebody were made without the 
pointed stern, in which case the air drag would probably 
he increased) 

There is probably no single improvement more desired 
for seaplanes than a reduction in air drag.  The limited 
tests that wera made give insufficient data on which to 
base a design study.  Consequently, an estimation of the 
air drag of a planing,-tail hull as compared with that of 
a conventional hull is difficult.  Ho doubt the potential- 
ities of this type of hull in this respect will be largely 
determined by tbe amount of filleting that can be intro- 
duced between the forebody and tail and by the distance 
aft that the chines can be eliminated. 

Further experiments.- Purther exploratory teats are 
provided for in a program thit includes the investigation 
of the arrangement having twin tails and the feasibility 
of substituting hydrofoils for the tail planing surfaces 
in both the single- and the twin-tail arrangements- 

Systematic experiments to determine the effect of 
changing the various parameters that are peculiar to the 
afterbody of the hull with a single teil are also planned. 
In this program the vertical location, the length, the keel 
angle, the plan form, and the cross section of the after- 
body will be varied.  The stability characteristics of 
the best configurations will then be investigated by 
testing dynamic models. 

CONCLUSIONS 

From a consideration of the problems involved and 
from the data obtained in the tests that were made, the 
following conclusions are drawn: 

1. The arrangement using the twin planing tails can 
possibly be used to advantage in the design of a high- 
performance seaplane in which low air drag 1B the 
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predominant consideration; the structural problems Involved 
are, however, difficult and may Impose serious limitations 
on the practicability of the arrangement.  The water re- 
sistance will probably be greater for this arrangement 
than for a conventional hull. 

2. The arrangement having a single planing tail may 
prove to be useful because there are indications that it 
can be made to give: 

(a) Less resistance than is obtained from a conven- 
tional hull 

(b) Desirable trims throughout take-off 

(c) Satisfactory stability characteristics 

3. Hulls with planing tails have the following char- 
acteristics that limit their usefulness: 

(a) High trims at rest 

(b) Less room for useful load aft of the center of 
gravity than is found in conventional hulls 

(c) Restrictions in the types of tall surfBces that 
may be UBed 

Langley Memorial Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 

Langley Field, Va. 
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FIGUHE LEGENDS 

Figure 1.- Hypothetical flying "boat with twin planing tailB. 

Figure 2.- Hypothetical flying boat with single planing tail. 

Figure 3.- Lines of HACA model 160G-1. 

Figure 4.- Lines of NACA model 1602-2. 

Figure 5.- Lines of NACA model 16035-1. 

Figure 5.- Loading used in tests* 

Figure 7.- Comparison of resistance of 3TACA model 160D-2 
with that of a conventional flying-boat hull. 

Figure 8.- Comparison of load-resistance ratios of complete 
model and forebody.  NACA model lüOD-2. 

Figure 9.- Comparison of resistance of HACA model 160B-1 
with that of a conventional flying-boat hull. 

Figure 10.- Comparison of load-resistance ratios of com- 
plete model and forebody.  3 AC A model 1S0JE-1. 

Figure 11.- Comparison of resistance coefficients of plan- 
ing surfaces with square end pointed trailing edges. 
Angle of dead rise, 22-g0. 

Figure 12.- Comparison of moments required to change trim 
for model 160E-1 and a conventional flying-boat hull. 

Figure 13.- Longitudinal stability liiuits of HACA nodel 
160E-1. 
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